
SECTION – VI

SPECIAL CONDITION ( BOILER)
6.1       SCOPE OF WORK

6.1.1      The work to be carried out at quoted/accepted rates by the 
contractor under the scope of these specifications covers the 
complete work of handling, loading and transporting of 
materials from project stores sheds / storage yards to site of 
erection or preassembly yard and unloading at pre-assembly 
area/erection site, checking, cleaning chipping and leveling 
of foundations, providing packers and shims/pre-assembling 
of equipments at the pre-assembly yard, inspection, minor 
rectification, preservation, erection, leveling, and other 
adjustments, cutting, edge/surface preparation, welding, 
grinding, radiography, LPI/MPI/UT testing wherever needed, 
heat treatment, carrying out  air tightness test by soap 
solution / kerosene, hydraulic test, steam /air blowing light 
up, chemical cleaning, passivation, steam blowing and 
safety valve floating including inter connection all the 
termination points, erection and dismantling of all 
temporary piping, valves, pumps, tanks etc., required for 
the above operations, all pre-commissioning tests and trial 
runs of the boiler & auxiliaries and supply and application of 
final painting covered under the tender specifications and 
providing adequate assistance during entire commissioning 
and unit trial operations and final painting of Unit 1 & 2 of 2
x 600 MW sets at Shree Singaji ( Malwa) Thermal Power 
Project , Mundi Village, Khandwa District, Madhya Pradesh 

6.1.2     The quantities indicated  in  the  tender specification are  
approximate  and  are  liable  for  variation  and alteration 
at the discretion  of BHEL . The quoted  unit  rate  shall be 
applicable  for  any  additional  product  group  also, if  
included at a later  date. The  work  executed  shall  be  
measured  and priced  as  per  the  unit  rate  arrived  at  
for  each  work  area  as  mentioned  in  the  relevant  
clauses.

6.1.3     The work shall conform to dimensions and tolerances given 
in various drawings and quality manuals provided by BHEL. 
If any portion of work is found to be defective in 
workmanship not conforming to drawings or other 
stipulations, the contractor shall dismantle and redo the 



work duly replacing the defective materials at his cost, 
failing which the job will be carried out by BHEL by engaging 
other agencies / departmentally and recoveries will be 
effected from contractor’s bill towards expenditure incurred 
including BHEL’s overhead charges.

6.1.4     Contractor  shall  submit  a  copy  of  licence  to  undertake  
construction / repair  of  boilers  & piping  issued  by Boiler  
Inspectorate before  commencement  of  Pressure parts/ 
Piping  Erection.

6.1.5     The PG wise  break up  of Boiler  and Auxiliaries  are  
indicated  in  the  Appendix, but  the  contractor  is  
required  to  erect actual  tonnage  which  may be  
necessary  to  complete  the work  in  all respects as  
detailed  in  the  tender  specifications for  which  payments  
shall  be  released  on  finally  accepted tonnage  rates.

      
The  weights  and  dimensions  of  material  shown  are  
approximate  and  are  liable  to  vary. No  increase  in  
quoted / accepted  rates / prices  shall  be  allowed  due  to  
change  in  weights  and  dimensions  of  the  equipment / 
materials.

6.1.6     The  weights  given  in  the  Part –II ( Price –Bid) are 
approximate  and  these  are  subject  to  change  as  per  
site  conditions.

6.1.7     The work covered under this specification is of highly 
sophisticated nature requiring the best quality of 
workmanship, engineering and construction management. 
The contractor should ensure timely completion of the work. 
The contractor must have the adequate quantity of tools, 
construction aids, equipments, etc., in this possession. He 
must also on his rolls adequate trained, qualified and 
experienced supervisory staff and skilled personnel.

6.1.8 Contractor shall execute the work as per sequence and 
procedure prescribed by BHEL at site. BHEL engineer, 
depending upon the availability of materials, fronts etc, will 
decide the sequence of erection and methodology. No claims 
for extra payment from the contractor will be entertained on 
the grounds of deviation from the method of erection 



adopted in erection of similar jobs or for any reason 
whatsoever.

6.1.9 Contractor has to work in close co-ordination with other 
erection agency at site. BHEL engineer will co-ordinate area 
clearance. In a project of such magnitude, it is possible that
the area clearance may be less/more at a particular given 
time. Activities and erection program have to be planned in 
such a way that the milestone events like boiler light up,
steam blowing, rolling etc are achieved as per schedule/ 
plans. Contractor shall arrange & augment the resources 
accordingly.

6.1.10 During the course of execution of work, certain 
rework/modification/ rectification/ repairs/fabrication etc will 
be necessary on account of feed back from various relevant
source, and also on account of design discrepancies/ 
alterations, manufacturing defects, site operations/ 
maintenance requirements. Contractor shall carry out such 
rework/ modification/ rectification/ fabrication/ repairs etc 
promptly and expeditiously daily log sheets indicating the 
details of work carried out, man -hours etc shall be 
maintained by the contractor and got signed by BHEL 
engineer every day. Claims of contractor, if any, for such 
works will be dealt as per Special conditions of contract.

6.1.11 Supervisors/ Engineers, consumable etc required for the 
contractor shall provide this scope of work. All the 
expenditure including taxes and incidentals in this 
connection will have to be born by him unless otherwise 
specified in the relevant clause. The contractors quoted 
rates should be inclusive of all such contingencies.

6.1.12 It shall be specially noted that the contractor’s labour and 
staff may have to work round the clock to meet the 
completion schedules/ plans, which may involve payment of 
considerable overtime. The contractors quoted rates should 
be inclusive of all such contingencies.

6.1.13 The contractor is strictly prohibited from using BHEL’s 
regular components like angles, channels, beams, plates, 
pipe / tubes, and handrails etc for any temporary supporting 
or scaffolding works. Contractor shall arrange himself all 
such materials. In case of such misuse of BHEL materials, a 



sum as determined by BHEL Engineer will be recovered from 
the contractor’s bill. The decision of BHEL Engineer is final 
and binding on the contractor.

6.1.14 No member of the already erected structure/ platform, 
pipes, grills, platform, other component and auxiliaries 
should be cut without specific approval of BHEL Engineer.

6.1.15 The terminal points decided by BHEL are final and binding 
on the contractor for deciding the scope of work and 
effecting the payment for the work done up to the terminals.

6.1.16 Contractor shall erect all the equipments as per the 
sequence prescribed by BHEL at site. The sequence of 
erection and methodology will be decided by the BHEL 
Engineers depending upon the availability of materials, 
fronts and other in puts etc., No claim for extra payment 
from contractor will be entertained on the grounds of 
deviation from the methods of erection adopted in erection 
of similar work in other places.

6.2.0 TRANSPORTATION FROM STORES / YARD

6.2.1 Loading at storage yard, transport to site, unloading at Pre-
assembly area / site/working area is in the scope of work. 
Required cranes for loading of materials at storage yard will 
be in the scope of contractor. The contractor shall provide 
any fixtures, concrete blocks & wooden sleepers, which are 
required for temporary supporting of the components at site.

6.2.2 Contractor shall take delivery of the components and 
equipments from the storage area after getting the approval 
of BHEL Engineer on standard indent forms to be specified 
by BHEL. Complete and detailed account of the equipments 
erected as well as the progress shall be submitted to the 
Engineer as directed.

6.2.3 All the components shall be handled very carefully to 
prevent any damage or loss. The equipment from the 
storage yard shall be moved to the actual site of erection / 
location at the appropriate time as per the direction of BHEL 
Engineer so as to avoid damage / loss of such equipment at 
site.



6.2.4 Contractor shall plan and transport equipments, components 
from storage yard to erection site and erect them in such a 
manner and sequence that material accumulation at site 
does not lead to congestion at site of work. Materials shall 
be stacked neatly, preserved and stored in the contractor’s 
shed/work area in an orderly manner. In case it is necessary 
to shift and re-stack the materials kept at work area/site to 
enable other agencies to carry out their work, same shall be 
done by the contractor at no extra cost.

6.3.0 FOUNDATION DRESSING FOR GROUTING
    
6.3.1 It shall be contractor’s responsibility to check the various 

equipment foundations for their correctness with respect to 
level, orientation, dimensions etc., and ascertained 
dimensions shall be measured and submitted to BHEL for 
approval before erection. Also minor chipping, dressing of 
foundations up to 50 mm for obtaining proper face for 
packer plates/shims, and may be required for the erection of 
the equipment/plants will have to be carried out by the 
contractor without extra cost.

6.3.2 The surface of foundations shall be dressed to bring the 
surface of the foundations to the required level and 
smoothness prior to placement of equipment/equipments 
based on the foundations.

6.3.3 All equipment bases and structural steel bases and 
foundations pockets shall be grouted and finished as per 
these specifications after surface preparation unless 
otherwise recommended by the equipment manufacturers. 
The surface preparation includes soda washing of the 
foundations to remove oil, grease etc. to ensure proper 
grouting. The required materials like sand, gravel, cement 
etc and cleaning consumables shall be arranged by the 
contractor at his cost. Special cement like conbextra, shrink-
comp or its equivalent etc., for grouting will be arranged by 
the contractor at his cost.

6.3.4 The concrete foundation, surfaces shall be properly prepared 
by chipping, as required to bring the top of such foundation 
to the required level to provide the necessary roughness for 
bondage and to ensure enough bearing strength. All laitance 
and surface film shall be removed and cleaned and the 



packers placed with suitable mortar prior to erection of the 
equipment. The contractor shall ensure perfect matching of 
the packer plates with foundations by dressing the 
foundation and between the packer plates and base plates 
of structural columns to the satisfaction of BHEL Engineer.

6.3.5 Total grouting of the columns/equipments including pocket 
grouting, grouting at the gap between foundation and base 
plates top surface of column/equipments is in the scope of 
the contractor. All the grouting should be carried out by 
non-shrink cement like conbextra GPI/Conbextra GP II / 
Shrinkkomp or its equivalent etc., This special non-shrink 
cement shall be arranged by the contractor at his cost. The 
quoted rate shall inclusive of the same.

6.3.6 PROCEDURE FOR GROUTING

6.3.7 Contractor has to carryout the grouting as per the work  
instructions for grouting available at site.  

6.3.8 All  the  materials  required  for  grouting  including  special 
cements  like  Conbextra GPI, ACC- Shrinkkomb-N20,  Sika 
Anckor, NSG/ NSG -1, CICO Excem GP, or  its  equivalent   
as  approved  by  BHEL  and  other  materials  like  Portland  
cement, sand  etc.,  are  to  be  arranged  by  the  
contractor  at  his  cost.

6.4.0 ERECTION

6.4.1 Brief list of System/ sub-system to be erected by the 
contractor & approximate weight individual PGMAs and 
number of welding joints are given in the appendices and 
are meant for giving general idea to the tender only about 
magnitude of the work involved.  This should not be taken 
for billing or any other claims. All  weights  for  such  
purposes  will  have  to  be  taken  from  design  documents  
only           (  shipping list / FWS / Drawings )

6.4.2 All normal erection and assembly techniques necessary for 
completion of works under this specification and magnitude 
have to be carried out. It is not possible to specifically list 
out all of them. Absence of any specific reference will not 
absolve the contractor of his responsibility for the particular 
operation. These would include,



 Scaffolding and rigging operations,

 Machine / flame / electric cutting, grinding, welding, 
radiography and stress relieving.

 Fitting, fettling, filing, straightening, chamfering 
chipping, scrapping, reaming, cleaning, checking, 
leveling, blue matching, aligning and assembly.

 Machining, surface grinding, drilling, doweling, 
shaping

 Temporary erections for alignment, dismantling of 
certain equipment for checking, cleaning, servicing 
and site fabrication.

6.4.3 Normally  the  high  pressure  valves  will  have  prepared  
edges  for  welding. But  if it  becomes  necessary  the  
contractor  shall  prepare  new  edges  or  recondition  the  
edges  by  grinding  or  chamfering   to  match  the  
corresponding  tubes  and  pipes. All  fittings  like  “T”  
pieces , weld  neck  flanges, reducers etc.,  shall  be  
suitably  matched  with  pipes  for  welding. The valves  will  
have  to  be  checked, cleaned  or  overhauled  in  full  or  in  
part  before  erection, after  chemical  cleaning  and  during  
commissioning. Edge preparation becomes the part of 
erection work. However, payment  for  new  edge  
preparation  reconditioning  beyond  reasonable  limits  will  
be  considered  as  per  man  days  rates.   

6.4.4   Adjustments  like  removal  of  ovalities  in  pipes   and  
opening  or  closing the   fabricated  bends  of  high  
pressure  piping  to  suit  the  layout  shall   be  considered  
part of  work  and  the  contractor  is  required  to  carry out  
such  work  free  of  cost,  as  per  instructions  of  BHEL, 
which  shall  include  specific  heat  treatment  procedures  
etc., Quality  correction  beyond  reasonable  limits   will  be  
paid  as  per  man  days  rates.

6.4.5 Certain  adjustments  in length  of  steel  members  may  be 
necessary  while  erecting  high  pressure  pipelines  of  
boiler  and  piping ( pre  fabricated  lines ) and  the  
contractor  should  remove  the  extra  lengths/  and  extra  



lengths  to  suit  the  final  layout  after  preparing  edges  a  
fresh  and  adopting  specified  heat  treatment   procedures  
at  no  extra  cost, wherever  indicated.

6.4.6 Suspension  for piping, pressure  parts, ducting  etc.,   will  
be supplied  in  running  lengths  which  shall  be  cut  to  
suitable  sizes  and  adjusted  as  required.

6.4.7 Ducts /  expansion  pieces  are  dispatched  to  site  in  
loose walls  /  plates  and  these  are  to  be  assembled  at  
site  before  erection. All  field  connection  duct /  
expansion  pieces  and  dampers  shall  be  seal  welded  on  
inside  as  well as  outside.

6.4.8 Fabricated  pipes  are  sent  in  standard  length  and  will  
be cut  to  suit  the  site  conditions  and  the layouts. Tubes  
or pipes  wherever  deemed  to  be  convenient  will  be  
sent   in  running  lengths  with  sufficient  bends. Bends  up  
to  NB 65  mm  will  have  to  be  fabricated  at  site  
adopting  specified  heat  treatment  procedures. Wherever  
required  at  no  extra  cost.

6.4.9 All  welded  joints  should  be  painted  with  anti  corrosive
paint, once  radiography  and  stress  relieving  works  are 
over. Daily  welding  reports in  the  Performa  suggested  
by  BHEL  should  be  submitted  by  next  morning  without  
fail.

6.4.10 All  the  dampers, valves, lifting  equipments, power  
cylinders, etc.,  shall  be  serviced  and  lubricated  to  the  
satisfaction  of BHEL  engineer  before erecting  the  same  
and  also  during  pre  commissioning. The  bearings  of  
dampers  shall  be  properly  cleaned, serviced  and  
lubricated before  commissioning  at  no  extra  cost. Even  
after  commissioning  in  the  equipments, if  there  are  
problems  in  the  operation  they  have  be  attended  to  
by  the  contractor  during  the  tenure  of  the  contract.

6.4.11 Incase  of  any  class  of  work  for  which  there  is  no  
such specifications  as  laid  down  in  the  contract  such  us  
blue  matching, welding  of  stainless steel  parts  etc., the  
work  shall  be  carried  out  in  accordance  with  
instructions  and  requirements  of  the  BHEL  engineer  at  
the quoted  rates  only.



6.4.12 In the case  of  structural members / ducts  in  certain  
cases, the  raw  material  will  be  supplied  in  random  
lengths  and  the  contractor  will  have  to  make  up  the 
length / prepare  the edges  to  suit  the  matching  profiles, 
weld /  bolt  connect  the  joints  at  no  extra  cost. 
Normally, the  matching  profile  will  be  cut  out  for  the  
structural  members  but  the  contractor  will  have  to  
carry  out  suitable  alteration / adjustments  at  site, 
without  any  extra  payment  in case  it  becomes  
necessary.

6.4.13 Attachment, welding  of  necessary instrumentation  tapping            
points, thermocouple  pads, root  valves, condensing  
vessels, flow  nozzles  and  control valves etc.,  both  for 
regular  measurements  and  performance  testing  to  be  
provided  on  boiler / its  auxiliaries  or  pipelines  covered  
with in  scope  of  this  tender, will  also  be  the  
responsibility  of  the  contractor  and  the  same  will  be  
done  as  peer  the instructions  of BHEL Engineer. The  
erection  and  welding  of  all  above  items  will  be  
contractor’s  responsibility. Even if a) Product  groups  under  
which  these  items  are released  are  not  covered  in  the  
scope  of this  tender, b) Items  are  supplied  by  an  
agency  other  than BHEL.

6.4.14 Spring  suspensions /  constant  load  hangers  have  to  be 
preassembled  and  adjusted  for  the  required  loading  
and  erected  as per  instructions, of BHEL  Engineer. Any  
adjustments, removal  of  temporary  arrestors / lockers, 
etc.,  have  to  be  carried out  as  and  when  required.

6.4.15 The  contractor  shall  carry out necessary  preservative
painting, periodic  application  of  preservations  on  
pressure  parts  and  other  equipments  during  erection /  
after erection  until  completion  of  work. Necessary  
preservatives / paints, thinner  only  will  be  provided  by  
BHEL  free  of  cost.

6.4.16 The  contractor  shall  take  all  reasonable  care  to  protect  
the  materials  and  equipment  during  erection. Touch  up  
painting  required  to  be  done  on  any  equipment  or part  
during  the  course  of  erection  will  have  to  be  done  by  
the  contractor. 



            Contractor  shall  provide  necessary  crew  with  all items  
like  wire  brushes, paint  brushes, emery paper, cotton  
waste, scaffolding materials  etc.,  at  his  cost.

6.4.17 The contractor  shall  fabricate   piping, install  lube oil  
systems  and  carry out  the  acid  cleaning  of  fabricated  
piping. The  contractor  shall  also  service  the  lube  oil  
system, carry  out  the  hydraulic  test  of  oil  coolers. etc.,

6.4.18 All  the  tubes  and  pipes  shall  be  cleaned  and  blown  
with compressed  air  and shown  to  the  Engineer  before  
lifting. Sponge  ball  test  shall  be  carried  out  for  all  
tubes  before  erecting  the  same. Bigger size pipes should 
be cleaned with flexible wire brush, wherever necessary. 
After cleaning  is over, the  end caps  shall  be put  back  in  
tube  openings till  such  time  they  are  welded  to  other  
tubes. Required compressors shall be arranged by the 
contractor at his cost.

6.4.19 All  attachment  welding  including  those  for insulation and 
refractory  work  coming  on  the  pressure  parts  shall  
have  to  be  done  by  the  contractor. The hooks are 
suitable for stud   welding machines. Contractor’s quoted 
rate shall include all these contingencies. Attachment  
welding  on  pressure  parts  shall  be  done  by  qualified  
and  certified  welders  only.

6.4.20 It is the responsibility of the contractor to do the alignment,
checking, etc., if necessary, repeatedly to satisfy BHEL 
Engineer / customer Engineers with all the necessary tools 
and tackles manpower, etc., without any extra cost. The 
alignment will be complete only when jointly certified so, by 
the BHEL Engineer & customer. Also the contractor should 
ensure that the alignment is not disturbed afterwards.

6.4.21 Burner tilt mechanism will be checked for freeness, serviced 
and adjusted, if necessary to obtain optimum tilt before and 
after installation.

6.4.22 Fine fittings, boiler trim piping, oil system and other small 
bore piping have to be routed according to site conditions 
and hence shall be done only in position. As such, layout of 
small bore piping in boiler and oil system shall be done as 







TENDER SPECIFICATION


         BHEL:PSSR:SCT: 1409

        FOR


               Handling at site stores / storage yard, transportation to site of work, Erection, Testing and Commissioning of  Structures, Pressure parts, Non pressure parts, Air Pre Heaters, Ducts, its auxiliaries and Rotating Machines including Supply  and  application  of  final painting  of Main Boiler for Unit  1 & 2 of 2 x 600 MW set  

              at
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BHARAT HEAVY ELECTRICALS LIMITED


(A Government of India Undertaking)


Power Sector, Southern Region


          690, Anna Salai, Nandanam, Chennai – 35


      Tender Specification No. BHEL:PSSR:SCT: 1409

Messrs


                                       Date :  


Dear Sir,


Sub:
Handling at site stores / storage yard, transportation to site of work, Erection, Testing and Commissioning of  Structures, Pressure parts, Non pressure parts, Air Pre Heaters, Ducts, its auxiliaries and Rotating Machines including Supply  and  application  of  final painting  of Main Boiler for Unit 1 & 2 of  2 x 600 MW set  at  Shree Singaji ( Malwa)  Thermal Power Project , Mundi Village, Sub PO  Sindhkhal , Khandwa District, Madhya Pradesh.

Please find enclosed one set of non-transferable tender documents containing ____ pages of Tender Specification Booklet for the above work.


You are requested to go through the tender documents and offer your most competitive rate and submit the tender documents duly filled in as per procedure indicated in the tender specification along with requisite EMD of  Rs. 2,00,000/-  (Rupees  Two  Lakhs  only) in the form of Demand Draft drawn in favour of M/s. Bharat Heavy Electrical Limited Chennai - 35. 

Bids with Deviations from the tender conditions will be rejected.


A SEPARATE LETTER SHALL BE FURNISHED INDICATING THAT THERE ARE NO DEVIATIONS FROM THE TENDER CONDITIONS   ( As in Page.)


The completed quotations shall reach the office of the under signed on or before 21.06.2010  at 15.00 Hrs. The Technical bids, will be opened on the same day at 15.30 hrs. We shall separately intimate the date for opening the price bids only to those parties who are technically qualified.  You are requested to depute your authorized representative at the time of opening. 



ANY REVISION OF RATES / PRICES WHATSOEVER AFTER THE TIME AND DATE MENTIONED IN TENDER SPECIFICATION FOR SUBMISSION OF COMPLETED QUOTATIONS SHALL NOT BE ENTERTAINED UNLESS CALLED  FOR  SPECIFICALLY  BY  BHEL.


Kindly acknowledge the receipt of the tender documents and confirm your participation.


Kindly note that BHEL reserves the right to reject any or all tenders without assigning any reason.


Thanking you,



 
       Yours faithfully,



            For and on behalf of


                                   BHARAT HEAVY ELECTRICALS LIMITED


Additional  General Manager / Contracts

This Tender document is not transferable.

		

		





BHARAT HEAVY ELECTRICALS LIMITED


(A Government of India undertaking)


Power Sector :  Southern Region


690, Anna Salai, Nandanam, Chennai – 600 035.


SPECIAL INSTRUCTIONS TO BIDDERS


The Bidder must submit their bids as requested in a sealed cover prominently super scribing the Tender Specification number, due date and time of submission as mentioned in the TENDER NOTICE.


The following information shall be furnished by the Bidder along with their offer (Technical Bid cover)

01.
Details of previous experience during the last seven years indicating contract value,  duration, completion period and present engagement as per G.C.C.


02.
Organisation structure of the Company as per GCC.


03. Financial status of the firm enclosing balance sheet and profit and loss account for the past 3 years and certificate from the Company’s Banker as per G.C.C


04. Turnover of the Company in last 3 Financial years pertaining to this scope of work only.


05.
Latest Income Tax clearance certificate.


06.
BIO DATA of key personnel presently in the Rolls of the company and proposed site organization for carrying out the work including deployment of Engineers and Supervisors.


07.
Declaration sheets as per Appendix of Tender Specification.


08.
Checklist and Schedule of General particulars as per Appendix in GCC.


09.
T & P owned/deployment details as per G.C.C.


10.
Technical manpower deployment details as per G.C.C


11.
Other relevant details as per GCC and checklist.

12. THE BIDDERS ARE REQUESTED TO FURNISH THE DOCUMENTS LIKE COPIES OF LOI’S, WORK ORDER’S , COMPLETION CERTIFICATES ETC., PERTAINING TO THE EXPERIENCE INDICATED IN QUALIFYING REQUIREMENTS, AS GIVEN BELOW.


13. QUALIFICATION REQUIREMENT


a) The bidders  should  have  erected  one  unit  of  210 MW  or  above  capacity  of  Boiler  and  its  auxiliaries  in  the  last  seven  years .


        Note : The  term  “Executed ” means  the  unit  is synchronized.                                                  


b) The bidders should have a minimum average financial turn over of Rs. 135 Lakhs year in the preceding three financial years ending 31st March 2009.


        The  Bidder  should   have  earned  profit  in  any  one  of  the  last  three  financial  years ending 31.03.2009 and should have positive net worth as on 31.03.2009.


Bidder should submit audited balance sheets  alongwith  all   enclosures and  profit & loss account of the company  for  last  three  years  ending 31.03.2009 in support of above  requirement.


c) Notwithstanding the above, BHEL reserves the right to reject any Tender or all the Tenders for reasons whatsoever beyond our control and the decision of BHEL is final. 

d) Approval  of  the  bidder by  customer  

e) BHEL  reserves  the  right  to  adopt  the  process  of “REVERSE  AUCTION” ( on line bidding )  among  the  bidders  who  are  found  to  be   qualified  on  the  Technical Bid. No Extension  of  time  on  the  account  will  be  entertained for  bid  submission.


f) Bidder  shall  enter  into  an INTEGRITY PACT ( IP )  with BHEL  as  per   enclosed  format. The Bidders are required to return this Integrity Pact (IP) alongwith Techno Commercial bid ( Part _I) duly  signed  and  stamped by  the authorised signatory who signs the bid . It  may  be  noted  that  only  those  bidders  who  have  entered  into  such  an IP  with  BHEL  would  be  competent  to  participate  against  this  tender  i.e., entering  into  this  pact  is  a  preliminary qualification for  the  bidders. The Independent External Monitor against this NIT shall be Shri Kanwarjit Singh., I.R.S. (Retd) D 6/12, Vasant Vihar GF, and New Delhi 110057.

g) LD / Penalty shall be leviable as per the applicable clauses of GCC.


14. Tenderers have to furnish a declaration sheet indicating that there is no deviation from the tender documents (as in page).  Tenderers may further note that this declaration is a prerequisite for BHEL to consider their bids. Bids submitted without “No Deviation Declaration” will be rejected by BHEL.

15. AWARD OF  WORK : The contract  for carrying out Unit 1 works  may be  awarded  to the L1 bidder. The contract for carrying out Unit 2 works may be awarded on the same terms and conditions to the next lowest bidder in the order of competitiveness who should match his rates with awarded rate for unit 1. Incase  the other bidders do not accept  to match their rates with awarded rate of unit 1,unit 2 works may also be awarded to L1 bidder at the discretion of BHEL

16 SAFETY PLAN



Bidder may further note that the submission of safety plan is a prerequisite for BHEL to consider their bids.

PROCEDURE FOR SUBMISSION OF SEALED BIDS

The Tenderers must submit their bids as required in two parts in separate sealed covers prominently super scribed as  Part I “Technical Bid” and  Part II “Price Bid” and also indicating on each of the covers the tender specification number and due date and time as mentioned in the Tender Notice.


Part I (Technical Bid) Cover I


Excepting Rate Schedule, all other schedules, data sheets and details called for in the specification shall be enclosed, in part I Technical Bid only.


Part II (Price Bid) Cover II


All indications of price shall be given in this part II Price Bid.


Tenderers are requested to quote their rates, only in the price bid (part II) provided by BHEL. Quoting of rates in any other form / formats will not be entertained.


These two separate cover I & II (Part I and Part II) shall together be enclosed in a third envelope (Cover III) along with requisite EMD as indicated and this sealed cover shall be super scribed and submitted to Additional General Manager/Contracts at the above mentioned address before the due date as indicated. The Tenderers will be intimated separately in case any clarifications are required.


NOTE:


Tenderers are issued with 2 Nos. of Technical Bids, 2 Nos. of Price Bids and 2 Nos. of General Conditions of Contract  booklet., out of which one set of each document shall be retained by them for their reference. Balance one set shall be submitted along with their offer as per procedure indicated above.


EMD amount for this Tender is Rs.2,00,000/- (Rupees Two lakhs only). This EMD amount shall be submitted in the form demand draft only drawn in favour of M/s. Bharat Heavy Electricals Limited, Chennai – 35. 


EMD amount in the form of Bank Guarantee / fixed deposit receipt or in any other form will not be accepted.



ANY REVISION OF RATES / PRICES WHATSOEVER AFTER THE TIME AND DATE MENTIONED IN TENDER SPECIFICATION FOR SUBMISSION OF COMPLETED QUOTATIONS SHALL NOT BE ENTERTAINED UNLESS CALLED FOR SPECIFICALLY BY BHEL.


Additional General Manager/Contracts.
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		Bharat Heavy Electricals Limited


(A Govt. of India Undertaking)


Power Sector – Southern Region


EVR Periyar Building


690 , Anna Salai, Nandanam,  Chennai – 600 035.





TENDER NOTICE


Sealed Tenders are invited from reputed contractors with sufficient previous experience in the under mentioned similar nature of work:


Tender Specification No. BHEL:PSSR:SCT:  1409

		Description

		EMD



		Handling at site stores / storage yard, transportation to site of work, Erection, Testing and Commissioning of  Structures, Pressure parts, Non pressure parts, Air Pre Heaters, Ducts, its auxiliaries and Rotating Machines including Supply  and  application  of  final painting  of Main Boiler for Unit 1 & 2 of  2 x 600 MW set  at  Shree Singaji ( Malwa)  Thermal Power Project , Mundi Village, Sub PO  Sindhkhal , Khandwa District, Madhya Pradesh

		2,00,000/=


( Rupees Two lakhs only )





Cost of Tender Documents
:  
Rs.1040 /-

(Including all Taxes)


Sale Starts on
:
01.06.2010

Sale closes on 
:
19.06.2010

Due date and Time for


Submission
:
21.06.2010   15.00 Hrs.


Date and time for opening



Of Technical Bids
:
21.06.2010   15.30 Hrs

       QUALIFICATION REQUIREMENT


a) The bidders  should  have  erected  one  unit  of  210 MW  or  above  capacity  of  Boiler  and  its  auxiliaries  in  the  last  seven  years .


       Note : The  term  “Executed ” means  the  unit  is synchronized.                                                  


b) The bidders should have a minimum average financial turn over of Rs. 135 Lakhs year in the preceding three financial years ending 31st March 2009.


      The  Bidder  should   have  earned  profit  in  any  one  of  the  last  three  financial  years ending 31.03.2009 and should have positive net worth as on 31.03.2009.


Bidder should submit audited balance sheets alongwith all   enclosures and profit & loss account of the company for last three years ending 31.03.2009 in support of above requirement.


c) Notwithstanding the above, BHEL reserves the right to reject any Tender or all the Tenders for reasons whatsoever beyond our control and the decision of BHEL is final. 

d) Approval  of  the  bidder by  customer 

e) BHEL  reserves  the  right  to  adopt  the  process  of “REVERSE  AUCTION” ( on line bidding )  among  the  bidders  who  are  found  to  be   qualified  on  the  Technical Bid. No Extension  of  time  on  the  account  will  be  entertained for  bid  submission.


f) Bidder  shall  enter  into  an INTEGRITY PACT ( IP )  with BHEL  as  per   enclosed  format. The Bidders are required to return this Integrity Pact (IP) alongwith Techno Commercial bid ( Part _I) duly  signed  and  stamped by  the authorised signatory who signs the bid . It  may  be  noted  that  only  those  bidders  who  have  entered  into  such  an IP  with  BHEL  would  be  competent  to  participate  against  this  tender  i.e., entering  into  this  pact  is  a  preliminary qualification for  the  bidders. The Independent External Monitor against this NIT shall be Shri Kanwarjit Singh., I.R.S. (Retd) D 6/12, Vasant Vihar GF, and New Delhi 110057.

g) LD / Penalty shall be leviable as per the applicable clauses of GCC.


AWARD OF  WORK : The contract  for carrying out Unit 1 works  may be  awarded  to the L1 bidder. The contract for carrying out Unit 2 works may be awarded on the same terms and conditions to the next lowest bidder in the order of competitiveness who should match his rates with awarded rate for unit 1. Incase  the other bidders do not accept  to match their rates with awarded rate of unit 1,unit 2 works may also be awarded to L1 bidder at the discretion of BHEL

Interested parties can get the Tender documents from the office of the  Additional  General Manager / Contracts on all working days by remitting the cost of tender documents either by Cash or A/c Payee Demand Draft drawn in favour of M/s. Bharat Heavy Electricals Limited, Chennai – 600 035. Money order, Cheques and Postal Orders will not be accepted.


The Bharat Heavy Electricals Limited takes no responsibility for any delay, loss or non-receipt of tender documents sent by post and also reserves the right to reject any or all the tender without assigning any reason therefor. TENDER NOT ACCOMPANIED BY THE PRESCRIBED EARNEST MONEY DEPOSIT ARE LIABLE TO BE SUMMARILY REJECTED.


ADDITIONAL GENERAL MANAGER/CONTRACTS


TENDER SPECIFICATION : BHEL:PSSR:SCT:1409

CERTIFICATE FOR NO DEVIATION


I,_________________________________________________    Of                      M/s___________________________________________________


hereby certify that there is no deviation from the Tender conditions either technical or commercial and I am agreeing to all the terms and conditions mentioned in the Tender Specification.


SIGNATURE OF THE TENDERER


OFFER OF CONTRACTOR


Additional General Manager/ Contracts


Bharat Heavy Electricals Limited,


Power Sector: Southern Region


690, Anna Salai,


Nandanam,


Chennai – 600 035.


        Sir,


I/We hereby offer to carry out the work detailed in Tender Specification No.BHEL:PSSR:SCT:1409 issued by Bharat Heavy Electricals Limited, Power Sector : Southern Region, in accordance with the terms and conditions thereof.


I/We have carefully perused the following documents connected with the above work and agree to abide by the same. 


1.
Instructions to Tenderer


2.
General Conditions of Contract


3.
Special conditions of Contract


4.
Other Section, Appendices and Schedules


I/We have deposited/forwarded herewith the Earnest Money Deposit/a sum of Rs.2,00,000/- (Rupees Two Lakhs  only) vide                                    DD.No.                              Dt.                      Which shall be refunded should our offer not be accepted. Should our offer be accepted, I/We further agree to deposit such additional sum which along with the sum of Rs.2,00,000/-( Rupees Two  Lakhs  only)  mentioned above, to make up the Security Deposit for the work as provided for  in the Tender Specification within the stipulated time as may be indicated by BHEL, Power Sector : Southern Region, Chennai – 600 035.


I/We further agree to execute all the works referred to in the said documents upon the terms and conditions obtained or referred to therein and as detailed in the appendices annexed thereto.


DATE:
CONTRACTOR:


PLACE:
ADDRESS:


Witness with their address


Signature
Name
Address


PROJECT INFORMATION


		1

		Name of the Project

		Shree Singaji Thermal Power project             ( Malwa)



		2

		Project Stage 

		Stage - I  



		3

		NO of Units & Capacity 

		2 x 600 MW 



		4

		Project setting up  by 

		Madhya Pradesh Power Generating Company Ltd., Jabalpur



		5

		Site Location

		i) Mundi  Village


           Sub Branch PO Sindhkhal


            Dist : Khandwa


            MP -450 112


ii) 45 Kms  from Khandwa


iii) Located  at a  distance  of 6 Km from  Bir Railway Station



		6

		Nearest Railway Station 

		Bir Railway station-6 Kms , which is connected to Talwariya railway station on Itarsi Khanwa broad gauge section



		7

		Nearest Major Town& Distance from Project site 

		Khandwa – 45 Km


Punasa – 35 Km & Mundi- 11 Km



		8

		Nearest Airport 

		Indore 



		9

		Distance from airport to project site 

		165 Km



		10

		Nearest  High way 

		Harsaud – Punasa district highway road 



		11

		Distance from nearest highway point to  the  site  

		 4 Km



		12

		Temperature 

		Maximum 47.2 Deg C



		13

		Transport 

		a) by railway –Itarsi –Khandwa Broad Gauge Section


b) By road- Harsaud –Punasa district road



		14

		Project  site address

		Shree Singaji  TPP


Mundi  Village 


Sub Branch Po Sindhkhal


District – Khandwa


Madhya Pradesh-450 112













